
1PC BALL VALVE

Main Dimensions & Weights

Pressure/ Temperature Rating
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1PC, Hexagonal, Carton steel, 2000Psi

1-piece body, hexagonal type,
Threaded ends to ANSI B1.20.1(NPT),
Conforms to ANSI B16.34, Nace MR-01-75,
Class 800(2000pis);
Reduced bore

STAMP
3/4 RP 2000 WOG

NACE MR-0175 

A 105
TRIM:316SS/RPTFE

HAT#XXXX

NOTE: all wall thickness comply with ASME  B16.34

Detail A
1/4",3/8"only

Detail B
1/4",1"only
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Materials list:
NO.
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Parts Specification Q'TY

Body

Seat Retainer

Seat

Ball

Stem

Packing

Thrust Washer

Gland

Nut

Handle

Handle Grip

Gasket

Spring Washer

ASTM A105

WCB or ASTM A105

RTFE

ASTM A351-CF8M(316)

ASTM A276-316

PTFE

PTFE

ASTM A276-304

Carbon steel plated

Carbon steel plated

Plastic

PTFE

C/S

1

1

2

1

1

1

1

1

2

1

1

1

1

Size d D L H E Weight
CV

In mm In mm In mm In mm In mm In mm IB Kg

1/4"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

8

10

15

20

25

32

40

50

0.20

0.28

0.35

0.49

0.63

0.79

0.96

1.26

5.0

7.0

9.0

12.5

16.0

20.0

24.5

32.0

0.83

0.98

1.18

1.42

1.81

2.17

2.40

2.95

21

25

30

36

46

55

61

75

1.70

1.85

2.46

2.75

3.38

3.69

4.00

4.50

43

47

62.5

70

86

94

102

115

1.34

1.46

2.36

2.52

2.60

3.07

3.30

3.58

34

37

60

64

66

78

84

91

2.76

2.76

4.72

4.72

4.84

5.70

5.90

5.90

70

70

120

120

123

145

150

150

0.24

0.40

0.75

1.19

2.09

3.08

3.74

6.12

0.11

0.18

0.34

0.54

0.95

1.40

1.70

2.78

2.5

3.5

4.8

9.5

17

33

52

76

Features 

Class800
2PC Class 800 (2000pis) Forged steel ball valve

2-PCS Forged Steel Body;
NPS:1/2"-2",CL:800#(2000psi)
Design and Manufacture:BS 5351
Check and Test:API598
Anti-static device
Fire-safety
Threaded end:BSPT. NPT. IDIN2999

Item Part name Material Material

1

2

3

4

5

6

7

8

9

10

11

12

Body

Seat insert

Ball

Bldy insert

Stem

Packing

Wrentch

Locking nut

Gasket

Stem sealing

Gland

Anti static devise

A105N

PTFE

SS 316

A105N

SS 316

Graphite

SS 304

SS 304

PTFE

SS 316

Graphite

SS

F 316

PTFE

SS 316

F 316

SS 316

Graphite

SS 304

SS 304

PTFE

SS316

Graphite

SS

Main Dimensions & Weights

NPS d G L H W

1/4"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

6

10

12.7

17.5

22

28.5

35

47.5

1/4"-18NPT

3/8"-18NPT

1/2"-14NPT

3/4"-14NPT

1"-11-1/2NPT

1-1/4"-11-12NPT

1-1/2"-11-1/2NPT

2"-11-1/2NPT

60

60

75

80

90

110

120

140

55

60

65

72

80

80

105

114

120

120

150

150

170

170

240

240

2PC BALL VALVE

(mm)

Features 
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1PC BALL VALVE

Main Dimensions & Weights
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1PC, Hexagonal, Carton steel, 2000Psi

1-piece body, hexagonal type,
Threaded ends to ANSI B1.20.1(NPT),
Conforms to ANSI B16.34, Nace MR-01-75,
Class 800(2000pis);
Reduced bore
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Features 

Class800
2PC Class 800 (2000pis) Forged steel ball valve

2-PCS Forged Steel Body;
NPS:1/2"-2",CL:800#(2000psi)
Design and Manufacture:BS 5351
Check and Test:API598
Anti-static device
Fire-safety
Threaded end:BSPT. NPT. IDIN2999
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Main Dimensions & Weights
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2PC BALL VALVE
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Features 

ZHE JIANG WURONG VALVE  CO.,LTD.
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FULL WELD BALL VALVE

PN16/25 Full Welded Butt welding Ball Valve

Features 
PN 16/25MPa
1PC type
Full welded body
Floating ball type
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B
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2

D
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Material List
NO. Name Material

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

Body

End

Ball

O-ring

Seat

Seat Ring

Spring

Cup Ring

Stem Seal

Neck

O-ring

Handle Cover

Stem

Bush

Packing

Gland

Handle

Spring Washer

Stem Nut

C.S

C.S

CS+ENP

Viton

PTFE

C.S+HZn

50CrV

C.S+ENP

RPTFE

C.S

FPM

Plastic

SS 304

SS 304

PTFE

SS304

C.S+ENP

SS 304

C.S

Size A B L D D1

20

25

32

40

50

65

80

100

125

150

120

159

159

230

230

300

300

400

400

450

64

76

85

95

100

159

170

192

208

241

230

230

260

260

300

300

300

325

325

350

15

20

25

32

40

50

65

80

100

125

20

25

32

40

50

65

80

100

125

150

Dimensions list 1.6/2.5MPa

3PC BALL VALVE

Design and manufacture conform to BS-5351 MSS SP-118
Connection ends conform to
      1)Scoket welded ends conform to ANSI B16.11
      2)Screw ends conform to ANSI B1.20.1
      3)Butt-welded ends conform to ANSI B-16.25
Test and inspection conform to API 598

11

10

9

8

7

12

13

14

15 H

W

L

6 5 4 3 2 1

Full Bore Class 800/1500 

146

-

260

-

110

-

49

-

8.7
-

Size 3/8 1 11/4 11/2 21/ 4  1/ 2 3 /4

CLASS 800

CLASS 1500

CLASS 800

CLASS1500

CLASS 800

CLASS 1500

CLASS 800

CLASS 1500

CLASS 800

CLASS 1500

128

146

175

260

93

110

38

38

4.9

10.5

67

73

120

120

50

52

11

11

0.75

67

73

120

120

50

52

11

11

0.75

1.2

73

88

120

145

52

60

14

14

0.95

2.2

88

105

145

145

60

60

20.5

20.5

1.7

3.4

105

116

145

175

65

86

25

25

2.4

4.7

116

128

175

175

86

93

31.6

31.6

3.7

6.7

L

W

H

D

Weight(Kg)

Reduced Bore Class 800/1500 

L

W

H

D

Weight(Kg)

128

146

175

260

93

110

38

38

4.9

10.5

67

73

120

120

50

52

11

11

0.75

1.2

73

88

120

145

52

60

14

14

0.95

2.2

88

105

145

145

60

60

20.5

20.5

1.7

3.4

105

116

145

175

65

86

25

25

2.4

4.7

116

128

175

175

86

93

31.6

31.6

3.7

6.7

CLASS 800

CLASS 1500

CLASS 800

CLASS1500

CLASS 800

CLASS 1500

CLASS 800

CLASS 1500

CLASS 800

CLASS 1500

Material List
MaterialParts

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

Bonnet

Seat

Ball

Body

O-ring

Stud

Gasket

Packing Bushing

Gland

Stem

Nameplate

Lever

Nut

Elastic washer

Anti-static spring

No. 

A105 LF2 F304(L) F316(L) F51

RPTFE & PEEK RPTFE & PEEK RPTFE & PEEK RPTFE & PEEK RPTFE & PEEK

410

304 304(L) 316(L) F51

PTFE

PTFE PTFE PTFE PTFE

410

304 304(L) 316(L) F51

PTFE

PTFE PTFE PTFE PTFE

F6 F304 F304(L) F316(L) F51

VITON VITON VITON VITON VITON

A105 LF2 F304 F316 F51

Al

Al

Al Al Al

B8 B8 B8M B8M

2H

8M 8M 8M

65Mn 65Mn 304 304 304

304 304 304 316L 316L

1045+Zn

1045+Zn 1045+Zn 1045+Zn 1045+Zn

Al

8M

3PC Forged steel, Bolted Bonnet
Class800/1500

Main Dimensions & Weights 

Main Dimensions & Weights 

Size

Features 
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